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NEMpreg.LT6540  LOW TEMPERATURE EPOXY RESIN PREPREG 

   

DESCRIPTION   

  

 
NEMpreg.LT6540 is a low temperature prepreg based on epoxy resin 
system. Suitable for marine and industrial applications. Dedicated to 
advanced composite structures. Recommended for autoclave and oven. 

   

TYPICAL USE   

  

 
yachts, boats, advanced structures 

              
FEATURES   

  

 
 curing temperature from 70 °C 
 out life up to 60 days at 20 °C 
 medium tack 
 high drapeability 

  
 
 

   

DEDICATED TECHNOLOGY  autoclave, vacuum bagging 

OUT LIFE (20 °C)  60 days   

SHELF LIFE (-18 °C)  12 months   

Tg max (Rheometer)  130 °C   

REINFORCEMENT  glass, carbon 

   

 
 

 
 

 

NEAT RESIN PROPERTIES   

  
 
Resin system cured at 80 °C for 440 min. Sample thickness 4 mm. 
 

 

  PROPERTY UNIT VALUE TEST STANDARD 
  Tensile strength MPa 68 ISO 527-4 
  Tensile modulus GPa 3.3 ISO 527-4 
  Flexural strength MPa 160 ISO 178 
  Flexural modulus GPa 3.9 ISO 178 
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RECOMMENDED CURING CYCLE   

  

 
1. Debulk at 20 °C for 15–30 minutes to compact the layers and remove 

entrapped air. 

Note: Multiple debulks can be performed depending on laminate 
thickness and complexity. 

2. Load the tool with the prepreg laminate into the autoclave. Ensure 
correct vacuum bagging and perform leak tests. 

3. Apply vacuum continuously (full vacuum, typically >90 % efficiency). 

4. Apply 6 bar of pressure. 

5. Heat at  2–3 °C/min (maximum) up to 70 °C. 

Note: A slower ramp (closer to 2 °C/min) is recommended for very 
thick laminates to minimize internal exothermic reaction buildup. 

6. Hold (dwell) at 70 °C for 180 minutes to allow sufficient resin flow, air 
evacuation, and controlled pre-gelation. 

7. Continue heating at a very slow ramp rate of 0,2–1,0 °C/min 
(depending on part thickness) up to 90 °C. 

Note: For extremely thick parts, use the lower end of the ramp             
(0,2–0,5 °C/min) to allow gradual heat penetration and avoid localized 
overheating. 

8. Maintain temperature and pressure for at least 120 minutes 90 °C to 
complete resin curing under controlled conditions. 

9. Cool the mold to below 60 °C while maintaining pressure. 

10.  Demold the part carefully once the temperature drops below 60 °C. 

Important Notes: This cycle is specifically designed for thick 
structures, where there is a risk of exothermic reaction buildup.  

 

  

 

ISOTHERMAL CURING    

  
 
Rheological evaluation of the isothermal cure using rheometer. 
 

  TEMPERATURE [°C] TIME [min] 
  70 600 
  80 200 
  90 120 
  100 50 
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DYNAMIC CURING   

 
 
 

 
Resin viscosity profile conducted at 10 °C/min. 

 

 
 

   

MECHANICAL PROPERTIES   

 
 

 
Laminates cured using a vacuum bag in the oven according to the cycles presented above. 
 

  PROPERTY UNIT DESCRIPTION TEST STANDARD 

 Fiber type N/A carbon carbon glass N/A 

 Area weight g/m2 300 300 430 N/A 

 Weave N/A UD BX±45 BX±45 N/A 

 Resin content % 40 40 40 N/A 

 Tensile strength MPa    1230 650 400 ISO 527-4 

 Tensile modulus GPa 105 50 22 ISO 527-4 

 Flexural strength MPa  1340 1000 660 ISO 14125 

 Flexural modulus GPa 72 42 15 ISO 14125 

 Tg (DMA) °C 110 110 110 ISO 6721-5 

  

  

  

STORAGE CONDITIONS   

 

 

 

Keep the NEMpreg in the original bag at operating temperature before 
unpacking. NEMpreg can be stored for 60 days at 20 °C, or 12 months at 
-18 °C. After removal from refrigerator storage, prepreg should be allowed 
to reach room temperature before opening to prevent water condensation. 
When not in use, NEMpreg must be covered by protective foil to prevent 
the inner structure from humidity. If the moisture level is too high, it can 
result in superficial and internal defects in the finished product. 
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ATTENTION   

 

 

 
The above information concerning our products is based on our          
present-day knowledge, research results and experiences and are 
presented in good faith in accordance with the company’s practices. 
The proposed procedures are considered to be commonly applied. 
However, any user should verify, if the delivered material is suitable for 
the intended application. This should take place according to current 
industrial standards and norms, including examinations of the final 
product. Neither the company nor its representatives shall be liable for 
any direct, indirect, punitive, incidental, special consequential damages, 
to property or life, whatsoever arising out of or connected with the use or 
misuse of the company’s products.  
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